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N Series mini-modular connectors employ a do-it-
yourself system based on the building block principle. 
They offer a variety of combinations available in a single
connector frame. Thus, the user is capable of selecting 
the connector that fulfills exact requirements with 
off-the-shelf components.

In this application, the low insertion and extraction forces 
of the Hypertac contact technology enable the user to 
assemble large numbers of contacts in a single connector
that mates and unmates smoothly and easily. 

N Series connectors can be built for the following:

• Rack and panel applications

– Standard

– With keying system

– With locking system

– With floating mounting

• Cable applications

– Hooded with rounded or flat cable security clamps

– With Jackscrews

• Programming applications

The system is composed of two basic elements: 
module and frames.

Modules are the connector elements of the system. 
Two types of contacts are available: signal and power. 
The contacts are housed in small plastic blocks. 
All contacts are removable for easy assembly and repair. 
The width of each module block is designated in units.

The frames hold the modules in position. They range from
a basic frame consisting of two side rails and two end 
caps to more complex versions with Jackscrews, hoods
and cable clamps. All frames are available in various 
lengths to conform to almost any combination of modules.
Although any length is possible, Hypertronics suggests 
ordering one of the standard lengths for optimum delivery
and price.

With the N Series, specially designed connectors can be
purchased quickly and inexpensively, eliminating the extra
cost and delay of custom tooling. 
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Dimensions are in inches [mm]

Frame B up to 775 contacts
• Single row, rack and panel with keying
• Built-in pin protection
• 36 possible keying arrangements
• Standard sizes: 7, 11, 15, 19, 23, 27, 31 and 35 unit lengths
• Up to 35 contacts on 0.100 x 0.100 [2.54 x 2.54] centers

Plug
NPB

Receptacle
NEB

NOTE: 
1) Frames shown at 50 percent scale.

Units 7 11 15 19 23 27 31 35

X 1.000
[25.40]

1.400
[35.56]

1.800
[45.72]

2.200
[55.88]

2.600
[66.04]

3.000
[76.20]

3.400
[86.36]

3.800
[96.52]
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